










Housing data – general 
Dimensions
The boundary dimensions of an SNL plummer 
block housing conform to ISO 113:1999. The 
housings are dimensionally interchangeable 
with earlier SN, SNA, and SNH housings.

Tolerances
The tolerance limits for the centre height H1 (of 
the housing bore above the support surface) are 
to js11. The bearing seating in the housing is 
machined to tolerance G7 as standard. 

Materials
SNL plummer block housings are made of grey 
cast iron. For applications where the strength 
of grey cast iron is inadequate, dimensionally 
equivalent housings made of spheroidal graph-
ite cast iron can be supplied. These housings 
are only available with four cast attachment bolt 
holes (series FSNLD) or without any holes in the 
base (series SSNLD).

Corrosion protection
SNL plummer block housings are painted as 
standard in accordance with ISO 12944-2: 
1998, environmental Class C2. Black colour: 
RAL 9005. Blank surfaces are protected by  
a solventless rust inhibitor.

Load carrying ability
SNL plummer block housings are intended for 
loads acting vertically towards the base plate 
(support). In this case, loads are limited only by 
the load limits of the bearing. If loads acting in 
other directions occur, check that the magnitude 
of the load is permissible for the housing, the 
bolts joining the housing cap and base, and for 
the attachment bolts.

Lubrication
SNL plummer block housings with standard 
seals are designed for grease lubrication. For oil 
lubrication, modified SNL housings are avail-
able. These housings are supplied only together 
with the seals specially developed for oil lubrica-
tion.

How to order
The housing, seals, end cover and locating rings 
must be ordered individually. Bearings and any 
necessary sleeves must also be ordered indi-
vidually. 

Example 
Two plummer block housings with four-lip seals 
are required for 22212 EK spherical roller bear-
ings on H 312 adapter sleeves. One housing 
should be for the non-locating bearing position 
at the end of a shaft, and the other housing 
for the locating bearing position and a through 
shaft.The following items must be ordered 

•	 2 SNL 512-610 plummer block housings 
•	 2 TSN 512 L four-lip seal packs (each pack 

contains two seals) 
•	 1 ASNH 512-610 end cover 
•	 2 FRB 10/110 locating rings 
and
•	 2 22212 EK bearings
•	 2 H 312 sleeves 
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Fig. 2SONL plummer block 
housings
SONL plummer block housings († fig. 2 ) are 
specifically designed for oil lubrication and are 
particularly suitable for bearing arrangements, 
where speed and operating temperatures are 
high. These housings represent a further devel-
opment of the earlier SOFN housings with which 
they are dimensionally interchangeable and 
which they replace.

The split SONL plummer block housings are 
intended for

•	 spherical roller bearings in the 222 series 
•	 CARB toroidal roller bearings in the C 22 

series.

They are designed for bearing arrangement 
types

•	 bearing on adapter sleeve and smooth shafts 
with 75 to 220 mm diameter

•	 bearing on stepped or smooth shafts and 
cylindrical seatings with 85 to 240 mm diam-
eter.

The earlier SOFN plummer block housings 
for bearings in the 23 Dimension Series are not 
replaced by SONL housings but will still be avail-
able on request for replacement purposes.

Seals 
•	 Labyrinth seals 

Lubrication 
•	 Oil lubrication with pick-up ring 
•	 Circulating oil lubrication

Materials 
•	 Grey cast iron 
•	 Spheroidal graphite cast iron 

Further information
Further information can be found in the prod-
uct brochure “SONL plummer block housings 
– designed for oil lubrication” or the “SKF 
Interactive Engineering Catalogue” online at 
www.skf.com.
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Fig. 8

Fig. 9

TN plummer block housings
One-piece TN housings († fig. 8 ) are normally 
used for less demanding applications. They 
accommodate self-aligning ball bearings with 
extended inner ring in the 112 series for shaft 
diameters from 20 to 60 mm. 

Seals 
•	 Felt seals 

Lubrication 
•	 Grease lubrication 

Material 
•	 Grey cast iron 

Further information 
Further information can be found in the SKF 
catalogue “Bearing housings” or the “SKF 
Interactive Engineering Catalogue” online at 
www.skf.com.

I-1200(00) flanged housings 
Flanged housings in the I-1200(00) series 
(† fig. 9 ) are normally used for less demanding 
applications. They accommodate self-align-
ing ball bearings with extended inner ring in 
the 112 series for shaft diameters from 20 to 
60 mm. 

Seals 
•	 Felt seals 

Lubrication 
• Grease lubrication 

Material 
•	 Grey cast iron 

Further information 
Further information can be found in the SKF 
catalogue “Bearing housings” or the “SKF 
Interactive Engineering Catalogue” online at 
www.skf.com.
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Other bearing housings

7225(00) flanged housings 
Flanged housings in the 7225(00) series are 
produced in two designs depending on size 
(† fig. 10 ). The smaller sizes have a triangular 
form (a) and the larger sizes have a square form 
(b). They can be used for 

•	 self-aligning ball bearings in the 12 and 22 
series 

•	 spherical roller bearings in the 222 series 
•	 CARB bearings in the C 22 series. 

The housings are designed for bearing 
arrangement type 

•	 bearing on adapter sleeve and smooth shafts 
with 20 to 100 mm diameter.

Seals 
•	 Felt seals 

Lubrication 
•	 Grease lubrication 

Material 
•	 Grey cast iron 

Further information 
Further information can be found in the SKF 
catalogue “Bearing housings” or the “SKF 
Interactive Engineering Catalogue” online at 
www.skf.com.

Fig. 10
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